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8.37 Safety Inspection of Marley Ozone Generator Cabinet  
 

1. Purpose 
 

To establish an inspection program to prevent accidental OVER-exposure to ozone. 
 
2. Responsibilities 
 

2.1 The Water Systems Group leader shall be responsible for implementing this 
procedure. 

 
2.2 Water System Technicians shall perform inspections. 

 
2.3 C-A ESHQ shall be responsible for annual calibration of test equipment. 

 
3. Prerequisites 
 

3.1 Familiar with the use of Ozone Source Calibrator, ECO Sensors Model OG-2. 
 
4. Precautions 
 

4.1 Familiar with Ozone Safety Information (C-A WTR-ATT-001.b) 
 
5. Procedures 
 

Equipment to be inspected by this procedure includes: Marley Ozone MO Series Ozone 
Generators, Model Number MOL-210. 

 
5.1 Monthly inspections of the tubing and connections within the ozone generator 

cabinet shall be performed by Water Systems Technicians. 
 

5.2 The tubing coming from each corona discharge unit to the exiting manifold shall 
be inspected for cracks, crazing, brittleness, discoloring, or any other signs of 
structural degradation.  Any material that has signs of degradation shall require 
that the ozone generator portion of the system be shut down, and materials be 
replaced as soon as possible.  The ozone generator shall not be restarted until all 
repairs are completed. 

 
5.3 Seals on each corona discharge unit should be inspected for structural 

degradation.  Any seal which appears suspect to degradation should be reported to 
the group leader immediately for further investigation. 

 
5.3 Testing of the ozone monitor shall be performed monthly by Water System 

Technicians. 
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5.4 Tests shall be performed as per manufactures test instructions. 

 
5.5 Inspections and tests shall be documented as per C-A-OPM Attachment 8.1. 

 
6. Documentation 
 

6.1 Documentation shall be retained for five years by the Water Systems Group. 
 
7. References 
 

None 
 

8. Attachments 
 

8.1 Ozone Generator Inspection/Test Checklist. 
 
8.2 International Chemical Safety Cards. 
 

 



Attachment 8.1 
 
 

Ozone Generator Inspection/Test Checklist  
(to be performed monthly) 

 

Inspection 
 
 .Inspect tubing and connections from ozone generator to exit manifold ٱ
 
 .Inspect sealing gasket on each corona discharge unit (8 units) ٱ
 
 Performance Testing  Ozone Monitor 
 
 .Check calibration date on calibrator ٱ
 
 Push red button down, observe if blue light is emitted from hole in probe. 
 (Do not look directly at lamp, UV radiation is harmful without eye protection) 
 
 Let calibrator warm up for 3 minutes. 
  
 Find the small hole near the end of the lamp shield and orient it so that the sensing port of  

the  ozone monitor is pointing to it. Hold the probe the specified distance from the  
sensing port. 
 

                                             
 

After about 1 minute,  the monitor should start to respond. Wait until monitor alarm sounds and 
yellow strobe light engages. Ozone Generators should shut down. 
 

    .Performance test complete. Turn off calibrator ٱ
 
 Reset generator system. 
 
Location of  Unit Under test:_________________________ 
 
Date of Inspection Test:_______________ 
 
Serial Number of Calibrator Probe:_____________________ 
 
Inspector:____________________________ Life Number:______________________ 
                                      (signature)  
 
Keep this form on file  
Copy to C-A ESHQ 
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Attachment 8.2 
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